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Silencing Vibrations

MSR
RESTRAINED ANTI-VIBRATION SPRING MOUNT 
Description
The Vibro-MSR is a multidirectional anti-vibration restraint system with specially 
designed limit stop devices. It is ideal for low-frequency vibration control in applications 
with slow-speed rotations (400 RPM and above) that also require lateral and vertical 
restraint, as well as protection from earthquakes and excessive wind pressure. The metal 
components are coated with polyester powder paint for enhanced oxidation resistance. 
The bottom section features M8 pass-through bolts for secure installation. The upper 
section includes an M8 threaded rivet for easy attachment to machinery. The world 
premiere innovation of Vibro-MSR produced without electrowelding offers distortion-free 
metal and longer-lasting coating.
Applications
Vibro-MSR can be used for low frequency vibration control (low speed rotation 400 rpm 
upwards) that also require lateral  and vertical restrain and protection from earthquakes 
and excess wind pressure, such as air compressors, two-cycle engines, chillers, water 

Dynamic Characteristics
Deflection 25 mm at maximum load
Natural Frequency: 3 Hz at maximum load
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Vibro - MSR Selection Table
TYPE No. of 

SPRINGS
DIMENSIONS 

(A-B-H mm) MAXIMUM LOAD (daN)

Vibro-MSR 50.2 2 160 -  66  - 80 50
Vibro-MSR 100.2 2 160 -  66  - 80 100
Vibro-MSR 200.2 2 160 -  66  - 80 200
Vibro-MSR 300.2 2 160 -  66  - 80 300
Vibro-MSR 100.4 4 170 - 120 - 85 100
Vibro-MSR 200.4 4 170 - 120 - 85 200
Vibro-MSR 250.5 5 170 - 120 - 85 250
Vibro-MSR 400.4 4 170 - 120 - 85 400
Vibro-MSR 500.5 5 170 - 120 - 85 500
Vibro-MSR 600.4 4 170 - 120 - 85 600
Vibro-MSR 750.5 5 170 - 120 - 85 750


